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Cerfificate No.: 424070-4202496
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Note:  This Certificate evidences compliance with one or more of the Rules, guides, standards or other criteria of American Bureau of Shipping and Is Issued solely for the use of the Bureau, its
committess, its clients or other authorized entities. This Certificats is a representation only that the structure, item of material, equipment, machinery or any other item cavered by this Certificate
has met one or more of the Rulas, guides, standards or other criteria of American Bureau of Shipping as of the date of issue. Parties are advised to review the Rules for the scope and conditions
of classification and 1o review the survey records for a fuller description of any restrictions or limitation on the vassal's sarvice or surveys, The validity, applicability and interpretation of this
Certificate is governed by the Rules and standards of American Bureau of Shipping who shall remain the sole judge thereof. Nothing contained in this Certificate or in any notation made in
contemplation of this Cerificate shall be deemed to relieve any designer, builder, owner, manufacturer, seller, supplier, repairer, operater or other entity of any warranty express or impliad.
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TRADE GRADE SHIELDING CURRENT/

NAME SPECIFICATION OR CLASS GAS POSITION POLARITY SIZE

K-7028LF ABS 3Y H10 - F AC/DCEP 40~7.0
mm

K-8018 ABS 3Y - ALL, AC/DCEP 2.6~6.0
V-DOWN mm

K-9018M AWS AS5.5 E9018M-H38 - ALL DCEP 26~56
mm

K-11018M AWS A55 E11018M-H8 - ALL DCEP 2.6~56
mm

K-7010A1 ABS, AWS A5.5 3Y,E7010-A1 - ALL DCEP 2.6~5.0
mm

K-8018 B2 ABS, AWS AS5.5 3Y H10, - ALL AC/DCEP 2.6 ~5.0
E8018-B2 mm

K-8018 Cl1 ABS, AWS A5.5 3Y H10, - ALL AC/DCEP 26~5.0
E8018-ClI mm

K-8018 C3 ABS, AWS A5.5 3Y H10, - ALL AC/DCEP 26~50
E8018-C3 mm

KST-308 AWS A5.4 E308-16 - ALL AC/DCEP 2.6 ~4.0
mm

KST-308L AWS A54 E308L-16 - ALL AC/DCEP 26~40
mm

KST-309 AWS A5.4 E309-16 - ALL AC/DCEP 2.6~4.0
mm

KST-309L AWS A54 E309L-16 - ALL AC/DCEP 2.6~40
mm

KST-316 AWS A54 E316-16 - ALL AC/DCEP 26~4.0
mm

KST-316L AWS A5.4 E316L-16 - ALL AC/DCEP 2.6~4.0
mm

— -

Song-Keun Lee, SURVEYOR

Note: This Certificate evidences compliance with one or more of the Rules, guides, standards or other criteria of American Bureau of Shipping and is issued solely for the use of the Bureau, its
committees, its clients or other authorized entities. This Certificate is a representation only that the structure, item of material, equipment, machinery or any other item covered by this Certificate
has met one or more of the Rules, guides, standards or other criteria of American Bureau of Shipping as of the date of issue. Parties are advised to review the Rules for the scope and conditions
of classification and to review the survey records for a fuller description of any restrictions or limitation on the vessel's service or surveys. The validity, applicability and interpretation of this
Certificate is governed by the Rules and standards of American Bureau of Shipping who shall remain the sole judge thereof. Nothing contained in this Certificate or in any notation made in
contemplation of this Certificate shall be deemed to relieve any designer, builder, owner, manufacturer, seller, supplier, repairer, operator or other entity of any warranty express or implied.

Materials Manufacturer Approval Audits Page 2 of 1
CLS-PRI-00826 CLS-ATT-01565 Rev 0



